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§84.113

§84.113 Canisters and cartridges;
color and markings; requirements.

The color and markings of all can-
isters and cartridges or labels shall
conform with the requirements of the
American National Standards Insti-
tute, American National Standard for
Identification of Air-Purifying Res-
pirator Canisters and Cartridges, ANSI
K13.1-1973. ANSI K13.1 is incorporated
by reference and has been approved by
the Director of the Federal Register in
accordance with 5 U.S.C. 552(a) and 1
CFR part 51. Copies may be obtained
from American National Standards In-
stitute, Inc., 1430 Broadway, New York,
NY 10018. Copies may be inspected at
the NIOSH, Certification and Quality
Assurance Branch, 1095 Willowdale
Road, Morgantown, WV 26505-2888, or
at the National Archives and Records
Administration (NARA). For informa-
tion on the availability of this mate-
rial at NARA, call 202-741-6030, or go
to: hitp://www.archives.gov/
federal register/
code of federal regulations/
ibr _locations.html.

§84.114 Filters used with canisters
and cartridges; location; replace-
ment.

(a) Particulate matter filters used in
conjunction with a canister or car-
tridge shall be located on the inlet side
of the canister or cartridge.

(b) Filters shall be incorporated in or
firmly attached to the canister or car-
tridge and each filter assembly shall,
where applicable, be designed to permit
its easy removal from and replacement
in the canister or cartridge.

§84.115 Breathing tubes; minimum re-
quirements.

Flexible breathing tubes used in con-
junction with gas masks shall be de-
signed and constructed to prevent:

(a) Restriction of free head move-
ment;

(b) Disturbance of the fit of
facepieces or mouthpieces;

(c) Interference with the wearer’s ac-
tivities; and

(d) Shutoff of airflow due to kinking,
or from chin or arm pressure.
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§84.116 Harnesses; installation and
construction; minimum require-
ments.

(a) Bach gas mask shall, where nec-
essary, be equipped with a suitable har-
ness designed and constructed to hold
the components of the gas mask in po-
sition against the wearer’s body.

(b) Harnesses shall be designed and
constructed to permit easy removal
and replacement of gas mask parts, and
where applicable, provide for holding a
full facepiece in the ready position
when not in use.

§84.117 Gas mask containers; min-
imum requirements.

(a) Gas masks shall be equipped with
a substantial, durable container bear-
ing markings which show the appli-
cant’s name, the type and commercial
designation of mask it contains and all
appropriate approval labels.

(b) Containers for gas masks shall be
designed and constructed to permit
easy removal of the mask.

§84.118 Half-mask facepieces, full
facepieces, and mouthpieces; fit;
minimum requirements.

(a) Half-mask facepieces and full
facepieces shall be designed and con-
structed to fit persons with various fa-
cial shapes and sizes either:

(1) By providing more than one face-
piece size; or

(2) By providing one facepiece size
which will fit varying facial shapes and
sizes.

(b) Full facepieces shall provide for
optional use of corrective spectacles or
lenses, which shall not reduce the res-
piratory protective qualities of the gas
mask.

(c) Half-mask facepieces shall not
interfere with the fit of common indus-
trial safety spectacles, as determined
by the Institute’s facepiece tests in
§84.124.

(d) Gas masks with mouthpieces shall
be equipped with noseclips which are
securely attached to the mouthpiece or
gas mask and provide an airtight seal.

(e) Facepieces shall be designed to
prevent eyepiece fogging.
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